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Technical Specifications

Operating Voltage :

Power Consumption :

12VDC~24VDC

1W

1CHDMX Input Channels :

DMX Protocol Support :

DIN RailMounting Type :

Warranty :

Black / GreyBody color :

IP20Protection :

250 grWeight :

-40°C to + 85°CStorage temperature :
-20°C to + 50°COperating temperature :

≥5% -95% RHOperating humidity :

Outputs Data :

DMX Data :

2 Years

DMX512

SPI
(Serial Peripheral Interface)

1-512

DMX Adress Method : Button Dimension : 86x35x59mm

Body Type : ABS

SPI Output Channels : 1 CH



59mm
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1CH DMX SPI DECODER
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* Hold down the SET button, and release it upon the activation of the screen.
* The displayed address represents the device's configured address. To modify the address, press and 

hold the SET button again. Release it when the screen initiates a blinking pattern.
* The first digit will enter a �ashing state. Individually press the SET button to reach the desired numeric 

value. Press the SET button once more and wait. Release it when the next digit begins to �ash.
* To adjust the value of the second digit, press the SET button individually until the desired numeric 

value is achieved. Press the SET button and wait; release it when the third digit starts �ashing.
* Alter the numerical value in the third digit by pressing the SET button individually. Continue pressing 

the SET button until the screen displays "REC."

This method concludes the addressing procedure

EN_REV000 - 24.03.2024 www.oliptek.com

DMX Adressing Examples

1CH DMX SPI DECODER
DATASHEET



+V -V LN
200-240VAC 50/60Hz24VDC SMPS

CAT6 Cable, 
max. 300mt, 
max. 32 decoder
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Schematic Diagram

1CH DMX SPI DECODER
DATASHEET

SPI DATA OUT12-24VDC
GND VCC VCC GND DATADATA

INV.

DMX IN DMX OUT
D+ D- GNDD+ D- GND

Socket Pin Out 
Cable Colors:

Cable Type : 2x1,5mm² + 1x1,5mm² TTR

1 -  +24VDC 
2-  GND
3 -  SPI DATA

SPI DATA OUT OPTIONS
DATA - “ TM1829, TM1906, TA9912 ”

DATA INV. - “ WS2811, WS2812, WS2813, P943, INK1003 ”
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