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Technical Specifications

Operating Voltage :

Power Consumption :

12VDC-48VDC

~1W

2 CHDMX Input Channels :

DMX Protocol Support :

Wall MountMounting Type :

Warranty :

GreyBody color :

350 grWeight :

-40°C to + 85°CStorage temperature :
-20°C to + 50°COperating temperature :

≥5% -95% RHOperating humidity :

Input Interface :

2 Years

DMX512

RJ45 (DMX)

SPI Output Channels : 2 CH

IP67Protection :

Outputs Data : SPI
(Serial Peripheral Interface)

Dimension : 150x57x70mm

Body Type : ABS
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2 CH DMX SPI DECODER
DATASHEET

Dimensions

6,1mm6,1mm

 150 mm 

 5
0 

m
m

 
 5

8 
m

m
 

IN
PU

T
D

ATA
 IN

D
ATA

 O
U

T
#PO

RT

: 12..48VD
C

: D
M

X
: SPI SIG

N
A

L
: 2x512CH

 (2x170px)

D
M

X-SPI
D
ECO

D
ER

O
D

X D
ECS226W

 

O
U

TPU
T 2

#1 - VCC
#2 - G

N
D

#3 - SPI O
U

T 

O
U

TPU
T 1

#1 - VCC
#2 - G

N
D

#3 - SPI O
U

T 

FEMALE 

1 2

3

FEMALE 

1 2

3

D
M

X IN
PU

T-CAT6
#1 - D

1+
#2 - D

1-
#3 - D

2+
#4 - N

C
#5 - N

C
#6 - D

2-
#7 - CO

M
#8 - CO

M

G
N

D
G

N
D

+12/48VD
C

+12/48VD
C

PO
W

ER IN
PU

T

RJ45-CAT61
8

#1 
#2#3#4



+V
-V

L
N

20
0-

24
0V

AC
 5

0/
60

H
z

24
VD

C
 S

M
PS

CAT6 Cable, 
max. 300mt, 
max. 32 decoder

EN_REV000 - 03.25.2024 www.oliptek.com

Schematic Diagram

2 CH DMX SPI DECODER
DATASHEET
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